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SFZK 011

THERMOSTAT AR
SFZK 011 PSR

LTI MECHANICAL THERMOSTAT SFZK 011
R The mechanical thermostat is used for controlling heating and cooling equipment,
— s ; flter fans or signal devices. The thermostat registers the surrounding air and can
e . : switch both inductive and resistive loads via snap-action contact.
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R ARS%1 TECHNICAL DATA

&M TG Sensor element NTC
I]I]I]I]I]I][”]I]I]I]I]I] M Contact type Bl change—over snap-action contact
©
© 0000 R4 556 Service life > 100 000 JEI > 100,000 cycles
Y TET I LH] : ’
BRYIBAES CHIT)
Max. switchring capacity:NO 250VAC, 5 (2) A L20VAC, 5 (2) A DC 30W
F KRS Max. inrush current 10mm
e ) AT B, KR EHIFEO. 5Nm.
Connection 4-pole terminal, clamping torque 0.5Nm max. :
oy ) 35mm DINSFHLF2H (EN 60715)
B L4 Mount ing clip for 35mm DIN rail, EN 60715
] ~ H}5% Casing UL94 V-0 K (a2 k)
© plastic according to UL94 V-0. light grey

$E4E Connection diagram

Thermostat
SFZK 011

JSF Dimensions
H g Weight

AT E Fitting position
lﬁﬁﬁﬂﬁ Operating/Storage temperature

AN Protection type

67 x 50 x 38mm
K#j0. 10kg approx. 0. 10kg

AR variable

—20 to +80° C (-40 to +176° F)
-45 to +80° C (=49 to +176° F)

1P20

Connecting terminal ‘N’ (RF heating resistor )causes thermal feedback to work and so
reduces the switch temperature difference to approx.0.5

Ly N7 (RF AP SIS, F RG] 22 £90. 5K.
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s Thermostat e.g. Filter fan Thermostat e.g. Signal deviceThermostat
Heater SFZK 011 for cooling SFZK 011 SFZK 011

@[l fN#AEs Heater
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01170. 0-00
01170. 0-01
01170. 0-02
01170. 9-00
01170.9-01

LA

Filter fan, Cooling equipment,Signal device Example of connection

230VAC
230VAC
230VAC
120VAC
120VAC

+5 to +60° C
+40 to +140° F
-20 to +35° C
+40 to +140° F
+5 to +60° C
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